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LIGHTING SOLUTIONS

LED Unidirectional Elevated Lights

» AL/E Approach Center Line and Crossbar « AS/E Approach Side Row
* TH/E Runway Threshold * TW/E Threshold Wing Bar ¢ RE/E Runway End * SB/E Stop Bar
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COMPLIANCE
o AC-137-CA2015-01-R1

e AC-137-CA-2015-03-R1 1 g’;‘;a
o AC-137-CA2017-03

@ » AC 150/5345-46
« EBNO.67

/ * TS61827 \

FEATU RES Specially designed compact structure

¢ Modulized electrical driver and LED assembly for simplicity of maintenance

e Efficient and stable optical output, suitable for operation with 6.6A and 2.2A CCRs

e Unique optical design, ensuring luminous efficacy and color consistency

e Strict thermal management solution increasing life expectancy

e Highly conductive aluminium mechanical components with special treatment,
suitable for various weather conditions

e Precision-cast frangible coupling gives stable and reliable performacne

e Built-in surge protection

e Optional Fail Open System
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TECHNICAL DATA

& MECHANICAL

e Height e Flange Mounting Holes
330mm 3x@12

(=) ENVIROMENTAL

e Operating Temperature e Storage Temperature

-55~+55°C -55°C~+85°C
® Protection Class e Humidity
IP55 0~100%

e Connection e Power Input ® Power Factor
FAA L-823 6.6A/2.2A =09

e Power Consumption

Approach Centre Line 35VA Threshold Wing bar 25.5VA
Approach Side Row 22VA Runway End 9VA
Threshold 25.5VA Stop Bar BVA

e Fail Open e Emission e |Immunity ® Service Life
Reaction on ouput IEC 61000-6-4 IEC 61000-6-2 LED useful lamp life
open circuit and > 80000h

output short circuit
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DIMENSIONS

@167

330

[ Con Optical
CO M PO N E N TS re?;ier:er glasps Iccc‘?wer Tube Light body Rear cover

Light body Rear cover

Optical glass
gasket gasket

cover gasket LED assy

| ﬁ“ r\0\ J®

- Rear cover clamp

Wire fixing rubber

5. e
- Body support
!—1 * . Frangible coupling
@ . Flange

_. . Secondary plug

ACCESSORIES

* Flange (168mm OD)

¢ Flange (300mm OD) PACKAGE

* 2inches 11 TPIfrangible coupling
type A (pole mounted)

s 2inches 11 TPIfrangible coupling @ Net Weight:4.5kg  Gross Weight:4.Tkg
type B (ground mounted)

Dimensions:300mm (L) * 240mm (W) = 200mm (H)

+ Packaging is subject ta upgradation. Above data are reference values,

o L-823receptacle

Airfield Lighting Systems UK Ltd. - Aviation House, Russell Gardens, Wickford, Essex, SS11 8BF, UK

www.alsukltd.co.uk Phone : +44 (0) 1702 547562




als

AIRFIELD LIGITTING
SYSTEMS UK L.TD

LED Uni-Directional Elevated Light

[=]
ow
(=]

N

0 010 020 030 040 050 060 0.70 0.80

PHOTOMETRICS
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ORDERING CODES

Al =Approach Center Line and Crossbar q
AS

AS=Approach Side Row  TH=Runway Threshold A \
TW=Threshold Wing Bar RE=Runway End E =
SB=Stop Bar R )
Type (W)
: E=Elevated ~
Installation

W=White G=Green R=Red

Color
) (L=LED
Light source

S=Single

Plug

F=Available Blank=None

Fail open

_ 2222A B6.6A
Operating current

* Accessories should be ordered separately
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