
Features

•	 IP56 Ingress Protection. 
•	 Low power consumption. 
•	 Average power factor of 0.89 
•	 Excellent uniformity of light. 
•	 Supplied fully assembled. 
•	 Minimal maintenance required. 
•	 Ease of installation. 
•	 Long term cost savings.
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ELS6/ plus select sizes
ELS8/ plus select sizes

•	 For operations in RVR less than 800m. 
•	 Taxi-Holding Position Signs. 
•	 Runway Exit Signs. 
•	 Taxiway Location & Direction Signs. 
•	 LVP Signs can be provided with flashing beacons.

airfield lighting systems

Big enough to cope,
small enough to care.

Setting the standard in airfield guidance, ALS LED Taxiway Signs combine advanced technology with proven    
reliability. Designed for maximum energy efficiency and minimal maintenance, each sign is built using the robust 
ALS cabinet design and durable stainless-steel fixings. The result is a long-lasting solution that delivers clear, 
dependable guidance in all conditions.
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Applications

Order Code Front face 
hinged for ease 
of maintenance

Extended  sign foot 
for easier drilling 
during installation



Cabinet Features
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airfield lighting systems

Big enough to cope,
small enough to care.

Technical

•	 Powder coated, corrosion resistant, extruded 
•	 aluminium casing. 
•	 Hinged front face for ease of maintenance. 
•	 Weatherproof using glazing technologies. 
•	 Temperature range of -40°C to +60°C. 
•	 Stainless steel fittings. 
•	 Our cabinets are manufactured as single units with a 

face height of 600mm or 800m in incremental lengths 
from 1m to 5m. 

•	 Please note ICAO Annex 14 recommends a maximum 
of 3 meters in length.

•	 Operating Temperature (°C): - 20 ~ +55
•	 Storage Temperature (°C) : - 20 ~ +85
•	 Input: constant current 2.8A-6.6A. 
•	 Fully dimmable. 
•	 Standard isolating transformers. 
•	 LEDs life expectancy 50,000 hours. 

•	 ICAO Annex 14, Volume1, 7th Edition, July 2016, 
Par 5.4 & Appendix 4, Section 4 and Figure A4-1. 

•	 2004 and associated Aerodrome Design Manuals. 
•	 UK CAP 168, March 2014. 
•	 EASA CS-ADR-DSN-Issue 5, Chapter N.
•	 CE approved (UKCA).

Compliance
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